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LABEL: 20980092/D0980075

USE ONLY SOLID CONDUCTORS
OF 14 AWG OR SMALLER.

UTILISER UNIQUEMENT DES CONDUCTEURS
RIGIDES DE 14 AWG OU MOINS.
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REV ECO DESCRIPTION DATE BY APPD
  INITIAL RELEASE 8/26/2015 GL  

4 3/4 in [121 mm]

7 1/4 in [185 mm] 3/8 in [10 mm]

1 5/16 in [34 mm]

2 in [51 mm]

1 1/4 in [32 mm]

1 1/4 in [32 mm]

13/16 in [20 mm]

1 3/8 in [35 mm]

Ø5/8 [15.9 mm] SHAFT
3/16 x 1 [4.7 X 25.4 mm] SHAFT KEY

RELAY CONTACTS:
2 DPDT RELAYS, 1 PER SET POINT
3A RESISTIVE @ 120V OR 240 V AC
3A @ 30 V DC; 1/10 HP @ 120V OR 240 V AC
 
PULSE OUTPUT:
3 WIRE, 12 V DC, 100 mA, TYPE NPN
12 PULSES PER REVOLUTION
MAX RPM = 1000
FOR SPEEDS BELOW 5 RPM, OPTIONAL
50 SEGMENT DISK REQUIRED FOR
50 PULSES PER REVOLUTION.
 
ENCLOSURE RATINGS:
CMS-1G-DSPO: TYPE 3, 4, 4X
CMS-1X-DSPO: CLASS I, DIV 1 & 2, GROUPS C & D;
CLASS II, DIV 1 & 2, GROUPS F & G
HAZARDOUS LOCATIONS
 
240V AC AND 24V DC UNITS (NON-UL)
ARE AVAILABLE.
 
ALL DIMS FOR REF ONLY
CMS-1G-DSPO SHOWN

CONDUIT ENTRY: 3/4" NPT, BOTH SIDES

5/16 in [8 mm]


