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FS-1 / FS-1D / FS-1X: 1 SP/DT SWITCH FS-2 / FS-2D / FS-2X: 2 SP/DT SWITCHES

1 3/8 in [35 mm] 1 3/8 in [35 mm]

6 in [152 mm]

13/32 in [10 mm], 3 PLCS

6 in [152 mm]

2 1/2 in [63 mm]

6 3/4 in [171 mm]

30 in [762 mm]

5 1/2 in [138 mm]

2 1/2 in [62 mm]

2 1/2 in [64 mm]

6 in [152 mm] 18 1/4 in [464 mm]

4 in [102 mm]

3/4 NPT CONDUIT FITTING
SHIPPED WITH TEMPORARY PLUG
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SP/DT CONTACT RATINGS:
20 A, 125/250/480 V AC
10 A, 125 V AC INDUCTIVE
1 HP, 125 V AC; 2 HP, 250 V AC
1/2 A, 125 V DC; 1/4 A,  250 V DC 

ALL DIMS FOR REFERENCE ONLY.
EPOXY COATING AVAILABLE.
OTHER SHAFT LENGTHS AVAILABLE.
 
TYPE 4X ENCLOSURE SHOWN.
 
TYPE 4X AND CLASS, II, GROUPS E, F & G
(DUST-IGNITION PROOF) MODELS AVAILABLE.
 
CLASS I, GROUPS C & D, CLASS II, GROUPS E, F & G
HAZARDOUS LOCATIONS MODELS AVAILABLE.

9/16 in [14 mm]

MOUNTING PATTERN


