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DESCRIPTION |
LAYOUT LABELS |
COMMON
NORMALLY PCR-1S; PCR-2S PCD-25; PCD-4S PCL-1S; PCL-2S
PCR-1T; PCR-2T PCD-2T; PCD-4T PCL-1T; PCL-2T
PC CONFIGURATIONS
CONTACTS: TCDB
NORMALLY (TWO-CIRCUIT DOUBLE BREAK):
CLOSED 1 SAME POLARITY AS 3.
1-2: NORMALLY OPEN
3-4: NORMALLY CLOSED
SP/DT MICRO-SWITCH TCDB MICRO-SWITCH
-S MODELS -T MODELS
SCALE2:1 SCALE2:1 2.0 [51 mm] 0.9 [22 mm]
6.1 [154 mm] 6.1 [154 mm]
1.0 [25 mm]
018 [5 mm]— - 0 [25 mm]
90° FLAG ARM
PATH 1.25 [32 mm]
1/4-20 HEX HEAD SCREWS t CONDUIT OPENINGS opERAT|NGJ 1.25 [32 mm]
W/ LOCK WASHERS. 111 1/2NPT, 2 PLCS POSITION
7/16" WRENCH REQD. (TOP & BOTTOM) 7017
$0.41 [10 mm] ‘
TRIPPED —| A ‘
I i I POSITION e -®
ﬁ | H 3.00 [76 mm] ‘ ‘
2.47 [63 mm] | [@\f |
— + —
2.47 [63 mm] T
27170 mm] 3.00 [76 mm] ‘ ‘
03[8mm] — LD -&-
MAX TRAVEL &
4.4 [112 mm] +——3.4 [87 mm]—-3-4 [87 mm]— 4.4 [112 mm] +—0.4 [10 mm] ;
0.75 [19 mm]
7.9 [200 mm] 7.8 [199 mm] 0.8 [19 mm]— 0.75 [19 mm]
VIEW 1 3.3 [83 mm]——+—2.9 [73 mm]—
SCALE.75:1 5.0 [127 mm]

MODELS PCD-4S, PCD-2S, PCD-4T OR PCD-2T SHOWN. [o¥

ALL DIMS FOR REFERENCE.

APPROX. 16 LB PULL PER SIDE STANDARD.
APPROX. 24 LB PULL OPTIONAL PER ORDER.
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