TA-1 / TA-1D / TA-1X: 1 SP/DT SWITCH
TA-2 / TA-2D / TA-2X: 2 SP/DT SWITCHES

ROLLER ARM MOVES 90° IN BOTH DIRECTIONS

3/4 NPT CONDUIT ENTRY SHIPS WITH TEMPORARY PLUG

EPOXY COATING AVAILABLE. OTHER ROLLER LENGTHS AVAILABLE.

TYPE 4X ENCLOSURE SHOWN.
TYPE 4X AND CLASS. G, GROUPS E, F & G (DUST-IGNITION PROOF) MODELS AVAILABLE.
CLASS I, GROUPS C & D, CLASS II, GROUPS E, F & G HAZARDOUS LOCATIONS MODELS AVAILABLE.

SP/DT CONTACT RATINGS:
20 A, 125/250/480 V AC
10 A, 125 V AC INDUCTION
1 HP, 125 V AC; 2 HP, 250 V AC
1/2 A, 125 V DC; 1/4 A, 250 V DC

ALL DIMS FOR REFERENCE ONLY.
EXCEPT COATING AVAILABLE.
OTHER ROLLER LENGTHS AVAILABLE.

Conveyor Components Company
Division of Material Control, Inc.
130 Seltzer Road, Croswell, Michigan 48422 U.S.A.