**Electrical Data**

- **FS-1 / FS-1D / FS-1X:** 1 SP/DT Switch
- **FS-2 / FS-2D / FS-2X:** 2 SP/DT Switches

**SPDT Contact Ratings:**
- 20 A, 125/250/480 V AC
- 10 A, 125 V AC Inductive
- 1 HP, 125 V AC; 2 HP, 250 V AC
- 1/2 A, 125 V DC; 1/4 A, 250 V DC

**Dimensions:**
- 1 3/8 in [35 mm]
- 6 in [152 mm]
- 6 3/4 in [171 mm]
- 5 1/2 in [138 mm]
- 9/16 in [14 mm]
- 2 1/2 in [63 mm]
- 2 1/2 in [64 mm]
- 30 in [762 mm]
- 18 1/4 in [464 mm]
- 1 3/8 in [35 mm]
- 1 3/8 in [35 mm]
- 4 in [102 mm]
- 6 in [152 mm]
- Ø13/32 in [10 mm], 3 PLCS

**Mounting Pattern:**
- Ø13/32 in [10 mm], 3 PLCS

**Notes:**
- All dims for reference only.
- Epoxy coating available.
- Other shaft lengths available.
- Type 4X enclosure shown.
- Type 4X and Class 2, Groups E, F & G (Dust-Ignition Proof) models available.
- Class I, Groups C & D, Class II, Groups E, F & G hazardous locations models available.

---

**Conveyor Components Company**

130 Seltzer Road, Croswell, Michigan 48422 U.S.A.

Drawing is computer generated, and print might not be to scale.

This print is property of Conveyor Components Co., and may not be used in whole or part without written permission.