COMMON TA-1-TPS / TA-1D-TPS / TA-1X-TPS:
1 SP/DT SWITCH

COMMON TA-2-TPS / TA-2D-TPS / TA-2X-TPS:
2 SP/DT SWITCHES

COMMON TA-5-TPS / TA-5D-TPS / TA-5X-TPS:
2 DP/DT SWITCHES

COMMON TA-4-TPS / TA-4D-TPS / TA-4X-TPS:
1 DP/DT SWITCH

2 7/16 [62 mm]
3 1/2 [89 mm]

3 [76 mm]
3/4 [19 mm]
1 5/8 [41 mm]
7/8 [22 mm]

5 7/8 [151 mm]
3 1/2 [89 mm]
2 7/16 [62 mm]
9/16 [14 mm]
2 1/2 [64 mm]

VIEW 1
SCALE 3/4

CONTROL UNIT
TRIPPER ROLLER ASSEMBLY

- 3/4 NPT CONDUIT ENTRY SHIPS WITH TEMPORARY PLUG

ROLLING ARM TRAVEL

EPOXY COATING AVAILABLE.
TYPE 4X ENCLOSURE SHOWN.
TYPE 4X AND CLASS II, GROUPS E, F & G (DUST-IGNITION PROOF) MODELS AVAILABLE.
CLASS I, GROUPS C & D, CLASS II, GROUPS E, F & G HAZARDOUS LOCATIONS MODELS AVAILABLE.

SP/DT CONTACT RATINGS:
20 A, 125/250/480 V AC
10 A, 125 V AC INDUCTIVE
1 HP, 125 V AC; 2 HP, 250 V AC
1/2 A, 125 V DC; 1/4 A, 250 V DC

DP/DT CONTACT RATINGS:
15 A, 125/250 V AC
3/4 HP, 125 V AC; 1-1/2 HP, 250 V AC

EPOXY COATING AVAILABLE.
TYPE 4X ENCLOSURE SHOWN.
TYPE 4X AND CLASS II, GROUPS E, F & G (DUST-IGNITION PROOF) MODELS AVAILABLE.
CLASS I, GROUPS C & D, CLASS II, GROUPS E, F & G HAZARDOUS LOCATIONS MODELS AVAILABLE.